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(d) Where special arrangements are 
approved by the Commandant to per-
mit a pump suction to be led from the 
bottom of the tank, the filling and dis-
charge lines shall be fitted with shutoff 
valves located above the weatherdeck 
or operable therefrom. 

(e) The outage shall not be less than 
1 percent. 

(f) All enclosed compartments con-
taining cargo tanks and all machinery 
spaces containing cargo pumps shall be 
fitted with effective means of ventila-
tion. 

(g) A separator shall be fitted in com-
pressed air lines to the tank when air 
pressure is used to discharge the cargo. 

(h) Only installed electric or portable 
battery lights shall be used during the 
cargo transfer operations. Smoking is 
prohibited and the person in charge of 
cargo transfer shall post No Smoking 
signs during cargo transfer operations. 

(i) Tanks approved for the transpor-
tation of acid cargoes subject to this 
section shall not be used for the trans-
portation of any other commodity, ex-
cept upon authorization by the Com-
mandant (G-MSO). 

(j) Each cargo tank shall be subjected 
to an internal examination at least 
once in every 4 years. If cargo tank lin-
ing is required and the lining of the 
cargo tank has deteriorated in service 
or is not in place, the Marine Inspector 
may require the tank to be tested by 
such nondestructive means as he may 
consider necessary to determine its 
condition. 

(k) The special requirements for 
fluorosilicic acid in § 151.50–77, for hy-
drochloric acid in § 151.50–22, for 
hydrofluorosilicic acid, see fluorosilicic 
acid, for phosphoric acid in § 151.50–23, 
and for sulfuric acid in § 151.50–21 also 
apply to the carriage of those acids. 

[CGFR 70–10, 35 FR 3714, Feb. 25, 1970, as 
amended by GGD 80–001, 46 FR 63279, Dec. 31, 
1981; CGD 82–063b, 48 FR 4781, Feb. 3, 1983; 
CGD 88–100, 54 FR 40040, Sept. 29, 1989; CGD 
92–100, 59 FR 17028, Apr. 11, 1994] 

§ 151.50–21 Sulfuric acid. 
(a) How sulfuric acid may be carried. (1) 

Sulfuric acid of concentration of 77.5 
percent (1.7019 specific gravity) (59.8° 
Baumé) or greater concentrations with 
or without an inhibitor, provided the 
corrosive effect on steel measured at 

100 °F is not greater than that of 66° 
Baumé commercial sulfuric acid, may 
be transported in unlined gravity type 
cargo tanks or unlined pressure vessel 
type cargo tanks. 

(2) Sulfuric acid of concentration of 
65.25 percent (1.559 specific gravity) (52° 
Baumé) or greater concentrations, pro-
vided the corrosive effect on steel 
measured at 100 °F is not greater than 
that of 52° Baumé commercial sulfuric 
acid, may be transported in unlined 
pressure vessel type cargo tanks inde-
pendent of the vessel’s structure. 

(3) Sulfuric acid of concentration not 
to exceed 65.25 percent (1.559 specific 
gravity) (52° Baumé) may be trans-
ported in gravity type cargo tanks or 
pressure-vessel type cargo tanks which 
are lined with lead or other equally 
suitable acid-resistant material accept-
able to the Commandant. 

(4) Sulfuric acid of concentration not 
to exceed 51 percent (1.408 specific 
gravity) (42° Baumé) and spent sulfuric 
acid resulting from the use of sulfuric 
acid in industrial processes may be 
transported in gravity type cargo 
tanks which are lined with rubber or 
other equally suitable acid-resistant 
material acceptable to the Com-
mandant. See § 151.15–3(f)(2). 

(5) Spent or sludge sulfuric acid re-
sulting from the use of sulfuric acid in 
industrial processes may be trans-
ported in unlined gravity type cargo 
tanks or unlined pressure vessel type 
cargo tanks, provided the corrosive ef-
fect on steel is not greater than that of 
commercial sulfuric acid as prescribed 
in paragraph (a)(1) of this section. 

(b) Heating coils will be the only ac-
ceptable means of liquefying frozen or 
congealed sulfuric acid. 

(c) During cargo transfer, a water 
hose shall be connected to a water sup-
ply ready for immediate use and any 
leakage or spillage of acid shall be im-
mediately washed down. This require-
ment can be met by facilities provided 
from shore. 

(d) The requirements of § 151.50–20 are 
also applicable to the shipment of sul-
furic acid. 

§ 151.50–22 Hydrochloric acid. 
(a) Hydrochloric acid shall be carried 

in gravity or pressure type cargo tanks 
which are independent of the vessel’s 
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